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Brass

Ms70b (C26000)

Material Designation
UNS

EN

JIS

Chemical Composition

Characteristics
  It has high mechanical properties, good processing   

performance suitable for cold forging and other 

processing.

Typical Applications
It is suitable for all kinds of deep drawing and bending 

manufacturing of stressed parts, radiator shell, duct, 

bellows, gasket, paper mesh, etc.

Fabrication PropertiesPhysical Properties
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Mechanical Properties

mm MPa   min. MPa   min. % min.

Specification Tempe

Brass

Ms70b (C26000)

r Tensile Strength Yield Strength ElongationDiameter

＜Φ≤3 12

18

50

80

12

18

＜Φ≤12

＜Φ≤25

＜Φ≤50

＜Φ≤3

＜Φ≤12

50＜Φ≤25

*Composition
Conductivity
Mechanical Properties
Fabrication Properties

UNS
UNS
For reference only, measured at room temperature, 68 (20 ).
UNS,Machinability for reference only.
For reference only

mm 

260-300

320-350

370-400

370-400

1000-1200

1200-1400

mm

0.01

0.02

0.03

0.03

0.04

0.05

Spool packing

160-200

270-300

kg

1-5

5-12

15-25

18-30

25-40

30-45

45-60

200-400

200-400

0.1＜Φ≤ 0.3

0.8

1.1

0.5＜Φ≤

0.8＜Φ≤

1.1＜Φ≤ 1.6

2.5

4.0

6.5

10.0

1.6＜Φ≤

2.5＜Φ≤

4.0＜Φ≤

6.5＜Φ≤

8.0＜Φ≤ 12.0

0.01

0.02

0.04

mm

Tolerance and Delivery Form
Diameter Tolerance Coil IDStandard coil weights


